Ohio Drainage Law

Ohio laws governing water rights and
drainage are complex since they have
been determined by case law which is
constantly evolving. Serious disputes
between landowners are often settled
in court on a case by case basis.
Simply, water should enter and leave
your property where it did prior to any
construction activities. Changing the
flow of water in a manner that causes
damage to an upstream or
downstream neighbor, may result in
legal liabilities for those damages. A
landowner is entitled to a reasonable
use of the water that flows across
her/his land, as long as the water is
returned to its natural water course.
This includes ponding water behind a
dam for personal use or making
drainage improvements to protect

structures.

How to get help:

Local building suppliers,
contractors, HBA, county or
municipal; authorities, or your
local Soil and Water Conservation
District/USDA Soil Conservation
Service office may be able to
provide more information about
planning and installing specific
drainage measures around your

home.
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ABOVE: This is an illustration of the most

common drainage problem of a sloping lot. The
uphill side of the house must have a drainage
waterway (swale) to direct the water around the
house. This drainage swale should be at least 10
feet from the house and sloped to convey
accumulated water away from the swelling

efficiently, and into a proper outlet.



Drainage around your home

You may have a drainage problem around your
home if the basement is wet, the yard is flood-
ed periodically, water ponds on your lawn for
long periods after a rain, or trees, shrubs and
other plants grow poorly. About 85 percent of
the land in Ohio is affected by a seasonal high

water table.

The problem is either with surface water or

subsurface water.

SURFACE: Every dwelling should have a
grading and landscaping plan that provides
control of all surface water runoff on the lot.
Additions to the landscape plan, maturity of
shrubbery, soil erosion and similar changes
tend to change drainage patterns and direction.
This surface water is often directed against the

foundation wall.

There is a difference in the way you handle
excess water or subsurface water. In some cas-
es, both surface and subsurface drainage sys-
tems will be needed in order to solve the prob-

lem.

SUBSURFACE: Subsurface drainage
systems are generally constructed of
perforated, corrugated plastic tubing. Excess
water is drained through pipelines which are
placed underground. The pipelines drain the
excess water from the lawn and/or
foundations into outlet ditches or storm

SCWCTS.

It is a good practice to install subsurface
drains, which are at least 4 inches in
diameter and are surrounded with gravel or
sand. If at all possible, the drain pipe should

have 2 feet of cover.

Installing suitable downspouts to control
roof water may be adequate to prevent
ponding in low areas of your yard.
Downspouts can empty into a subsurface
drain or into outlet spreaders installed to
discharge water in a thin layer over a grassy

area away from the house.

Control of external water around and
beneath a house is essential. Mildew,
wood destroying fungi and wet
insulation will result when surface
water floods or saturates the ground

around and under a house.

These techniques will reduce external

water problems:
1.) A functioning lot drainage system

2.) Properly installed and maintained

gutters, downspouts, and drains

3.) A waterproofed foundation wall with

properly installed footer drains

4.) A waterproofed floor slab

5.) Asump pump




